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CONSTRUCTION DETAILS

A, INSTALL THE PROPOSED VIDEO DETECTION
CAMERA WITHIN 3'OF THE TOP OF THE
EXISTING STRAIN POLE.

. USE THE EXISTING CONDUIT.

. USE THE EXISTING HANDHOLE.

. U3SE THE EXISTING SPAN WIRE,

. DISCONNECT THE EXISTING LOOP DETECTOR.
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NOT TO SCALE

1. PHASES ASSOCIATED BY A DASHED LINE WILL
OFERATE CONCURRENTLY,

2. PHASES ASSOCIATED BY A SCLID LINE WILL
NOT OPERATE CONCURRENTLY.

EQUIFMENT LIST

A. ECUIPMENT TG BE SUPPLIED BY THE SHA

[TEM NO. QUANTITY DESCRIPTION

* 9086 1 EACH VIDED INTERFACE EQUIPMENT: 1-4 CAMERAS
*# — TO BE INSTALLED By THE SHa SIGNAL SHOP

B. EQUIPMENT TO BE FURNISHED AND/ QR INSTALLED BY THE CONTRACTOR

[TEM NO. QUANTITY DESCRIPTION
! 1001 1 EACH MATNTENANCE OF TRAFF[C
8006 1 EACH REMOVE & DISPOSE OF EXISTING MATERIAL PER ASSIGNMENT
8007 4 EACH F & [ VIDEQ DETECTION CAMERA & CABLE
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PHASE CHART:
THERE ARE NO CHANGES TO THE PHASE CHART.
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- TOD NO:XX356-03
SHA NO:HA378K51
. MD 152, MD 147,MD 22,V.L.
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NOTES TO THE CONTRACTOR:

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON
THESE PLANS ARE SCHEMATIC AND ARE NOT TO BE
CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES
PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE
LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES
THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC
SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL
NOTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY.

2. ALL UNUSED CABLES SHALL BE REMOVED FROM THE EXISTING

CONDUITS.
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